Addition and Alteration of RNSB Building at Bedipara Branch, Rajkot

SR.
NO.

ITEM DESCRIPTION

QUANTITY,

UNIT

SOR Rate
(2021-22)

Rate with
L. Cess

Amount

Dismantling doors, windows, ventilators etc. (wood or
steel) shutters including chowkhats architraves, holdfasts
and other attachment etc. complete and Dismental
materials will be deposited in bank (1) Not exceeding 3
Sg.M. in area

(R&B SOR 2021-22 20013A)

18.00

Each

123.90

125.13

2252.34

Dismantling doors, windows, ventilators etc. (wood or
steel) shutters including chowkhats architraves, holdfasts
and other attachment etc. complete and Dismental
materials will be deposited in bank. (1) exceeding than 3
Sq.M. in area (R&B SOR 2021-22 20013B)

3.00

Each

165.90

167.55

502.65

Dismantling cement asbestos hard board in ceiling or
partition walls, wooden trellies work including trellies work
including frames, stacking of serviceable materials and
Dismantled materials will be deposited in bank. (I) Wooden
Partition & ceiling Dismantling (R&B SOR 2021-22 20007B)

172.32

Sgm

35.70

36.05

6212.13

Dismantling sanitary fittings like wash basin. W.C. pan
Indian and European type, flushing tank etc. including
Dismental materials will be deposited in bank (R&B SOR
2021-22 0.00)

7.00

Each

267.75

270.42

1892.94

Dismantling tiled of terrazzo/Vitrified floors laid in mortar
including dismantling of skiting including stacking of
serviceable materilas and disposal of unserviceable
materials with all lead and lift. (R&B SOR 2021-22
20005.00)

350.12

Sgm

31.50

31.81

11137.31

Dismantling tiled of Kota floors laid in mortar including
stacking of serviceable materilas and disposal of
unserviceable materials with all lead and lift. (R&B SOR
2021-22 20005.00)

14.81

Sgm

31.50

31.81

471.10




Demolition of Brick work and stone masonry including
stacking of serviceable materials and Dismental materials
will be deposited in bank. (ii) In Cement Mortar. (R&B SOR
2021-22 20003B)

4.85

Cum

363.30

366.93

1779.61

Dismantling Cast Iron Work / SS Work from Railing
including distempering and dismantling will be deposited in
bank. (R&B SOR 2021-22 20012.00)

300.00

KG

2.42

2.44

732.00

Removing the existing UPVC pipe (Soil, Waste & Rain
Water pipes) including all materials, labours, scaffolding, if
necessary, etc. including disposal of all debris to the place
away from premises and non-objectional by local authority
etc. Complete as per direction of site-in-charge (R&B SOR
2021-22 20015.00)

6.00

No.

49.35

49.84

299.04

10

Filling in foundation and plinth with murrum or selected soil
in layers of 20cm. thickness including watering, ramming
and consolidating etc. complete. (up to 10 ton) (I) Murrum
Filling (R&B SOR 2021-22 04008A)

30.75

Cum

215.54

217.69

6693.96

11

Providing and laying cement concrete 1:4:8 (1- Cement : 4|

coarse sand : 8- crushed stone aggregates 40 mm nominal
size) and curing complete including cost of formwork in (A)
Foundation and Plinth (up to 10 ton) (I) PCC (R&B SOR
2021-22 05004A)

11.44

Cum

2093.30

2114.23

24186.79

12

Brick work using common burnt clay building bricks having
crushing strength not less than 35 kg. /Sq.Cm. in
foundation and plinth in Cement Mortar 1:5 (1- Cement : 5
-fine sand) (B) Conventional (up to 10 ton) (I) Brick
Masonry For Ground Floor (R&B SOR 2021-22 06002BA)

12.00

Cum

2885.30

2914.15

34969.80




14

Providing 15 mm thick cement plaster in single coat on
rough side of single or half brick walls for interior plastering
up to floor two level and finished even and smooth in &
Extra over items for finishing with a floating coat of neat
cement slurry. (more than 10 ton) (ii) Cement mortar 1:4 (
1 cement : 4 sand) for up to Floor two Level (R&B SOR
2021-22 17002A)

444.40

Sgm

113.40

114.53

50897.13

15

20 mm thick sand faced cement plaster on walls up to
height 10 meters above ground level consisting of 12 mm
thick backing coat of c.m. 1:3 (1: cement - 3: sand) and 8
mm thick finishing coat of c.m. 1:1 (1: cement - 1: sand)
etc. complete (R&B SOR 2021-22 17003B)

69.76

Sgm

128.10

129.38

9025.54

16

Providing and laying broken china mosaic flooring for
Terrace with water proofing chemical treatment (DR. FIXIT
CHEMICAL CEMENTETIOUS BASED MATERIAL) on Terrace
Floor Surface, including cleaning, labour, materials, etc.
complete using 20 to 50 mm broken pieces of glazed tiles
to be laid over Cement Mortar 1:3 including cement mortar
50mm base of cement mortar 1:2:4 (1-Cement : 2-Coarse
Sand :4-Coarse Aggregates) to plain and slopes to be
tempered to bring mortar cream out up to surface using
white cement including rounding of junction and extending
them up to 15cm along the wall, cleaning with water and
oxalic acid, etc. as directed. Also Furnishing the guarantee
bond of 10 years for water proofing (only floor area should
be considered in measurement lodhiya will not be
considered in measurement) (R&B SOR 2021-22 14035.00)

100.00

Sgm

502.95

507.97

50797.00




17

Providing & Laying 24" x 24" premium quality "VARMORA
REVOKE BEIGE" vitrified 10-12 mm thick tile flooring over
25 mm (average) base of thick cement mortar 1:6 (1
cement: 6 coarse sand) on new surface t by adhesive
material including and including Epoxy Grout and tile will
be with white cement slurry (3.3 kg cement/m2) and
jointed with color cement slurry including finished with
flush pointing and cleaning surface, etc. (R&B SOR 2021-
22 1410.89)

254.00

Sgm

1242.00

1254.42

318622.68

18

Providing & laying vitrified tiles of 600mm width for skirting
100mm wide (including back coating) at any level. (Rate
should be inclusion of with or without 3mm to 5mm groove
to be done with ready spacer, spacer to be provided by
contractor) (Market Rate)

143.60

Sgm

1640.00

1656.40

237859.04

19

Providing and fixing flush door shutters, including SS butt
hinges with necessary screws with door frame. (B) Non-
decorative type and block board core SS butt hinges in
flush door shutters (2) 35 mm thick and laminate as per
suggestion by bank. (R&B SOR 2021-22 10011.00)

34.63

Sgm

1792.35

1810.27

62689.65

21

Providing and fixing M.S. grills of required pattern to
wooden frames of windows etc. with M.S. flats at required
spacings and frame around, square or round bars with
round headed bolts and nuts or by screws. (B) PLAIN
GRILL (up to 10 ton) (R&B SOR 2021-22 10025AA)

416.00

Kg

68.78

69.46

28895.36




22

Providing and fixing window having extruded aluminum
Colour anodized section frame main outer size 63.50 x
38.10 x 1.95 mm,@ Wt 1.094 Kg / Rmt, horizontal two
track member size 61.85 mm x 31.75 mm x 1.20mm @
wt.of 0.695 Kg/mt, vertical member of size 61.85 mm x
31.75mm x 1.30 mm @ wt.of 0.659 Kg/mt with sliding
shutters of horizontal member size 40mm x 18mm x
1.29mm @ wt.of 0.456Kg/mt, vertical member of size
40mm x 18mm x 1.29mm @ wt.of 0.456Kg/mt, @ Wt.
0.457 Kg/mt with 5 mm thick transparent bronze colour
tinted float glass with powder coated aluminum fittings
and fixtures and transparent silicon sealant glass fixing to
frame as per details etc complete for window.. (R&B SOR
2021-22 11028)

17.40

Sgm

2002.17

2022.19

35186.10

23

Providing and laying coloured glazed tiles of the size
300mm X 200mm X 8mm / 300mm X 450mm X 8mm in
toilet dado of 10 mm thick cement plaster 1:3 (1-Cement :
3-Coarse sand) & jointed with white cement slurry. (R&B
SOR 2021-22 14036)

210.67

Sgm

951.30

960.81

202413.84

24

Providing and laying Polished Telephone Granite slab
(18mm thick) in frame of door and window with Bal Indura
Adhesive including rubbing and one side polishing complete
(A) Granite slab 18mm thick (MARKET RATE)

20.58

Sgm

441.66

446.07

9180.12

25

Applying Two coats of Birla or Asian Acrylic Lappy (putty)
and two coats of primer of approved brand and
manufacture on new wall surface to give an even shade
including thoroughly brushing the surface free from mortar
dropping and other foreign matter and sand papered
smooth. (R&B SOR 2021-22 19032)

1500.41

Sgm

47.41

47.88

71839.63




26

Wall painting (two or more coats) with plastic emulsion
paint of approved brand and manufacture on undecorated
wall surface to give an even shade including thoroughly
brushing the surface free from mortar dropping and other
foreign matter and sand papered smooth (Note: Interior
Wall paint is shade is Basra Pearl 0974 and for ceiling
bottom 7904 morning dream)(R&B SOR 2021-22 18031)

1500.41

Sgm

53.24

53.77

80677.04

27

Painting two or more coats (including priming coat) on new
steel and other metal surface with enamel paint, brushing,
interior to give an even shade with Zinc chromate primer
on pipes, angles, channels, wooden structure, etc.
including cleaning the surface an even shade including
cleaning the surface of all dirt, dust and other foreign
matter by thoroughly rubbing with brush. (R&B SOR 2021-
22 19001 and 19005)

122.85

Sgm

70.56

71.26

8754.29

28

Finishing wall with weather proof exterior emulsion paint
on wall surface (two or more coats) to give a required
shape even shade after thoroughly brushing the surface to
remove all dirt, and remains of loose powdered materials.
etc complete (Note: Exterior paint shade is warm stone
ONO2 for exterior walls, projection & chhajja/patta is dark
8494 African plain)(R&B SOR 2021-22 19031)

588.00

Sgm

75.60

76.35

44893.80

29

Providing and fixing in position collapsible steel shutters
with vertical channels 20 x 10 x 2 mm braced with flat iron
diagonals 20 x 5 mm size with top and bottom rails of
T_rin 40x 40 x 6 mm with 38mm dia, steel pulleys
complete with bolts, nuts, locking arrangements, stoppers
handle including applying a priming coat of read lead paint.
(up to 10 ton)(R&B SOR 2021-22 11003A)

18.00

Sgm

3826.20

3864.46

69560.28

30

Providing and fixing wash basin with single hole for pillar
tap with C.I. Or M.S. brackets painted white including
cutting holes and making good the same but excluding
fittings : (A) Vitreous china (ii) Flat back wash basin
500mm x 400mm size (I) in white colour (R&B SOR 2021-
22 23018)

4.00

Each

996.45

1006.41

4025.64




31

Providing and fixing screw down bib taps (Jaquar make) of
following size: (A) Brass screw down bib tap polished
bright (I) 15mm dia. (R&B SOR 2021-22 23028A1)

13.00

Each

218.29

220.47

2866.11

32

Providing laying and jointing in true line and level 25mm
dia. U.P.V.C. Pipe (SCH- 40) for cold water including
fittings make PRINCE / SUPREME / ASTRAL / FINOLEX as
approved by Engineer in Charge. Pipe shall be fixed on the
wall with the help of clamp at every two-meter C/C or shall
be concealed as directed including necessary fittings etc.
including testing of pipe and joints and fixing the same
with adhesive solvent, including cost of all materials. (R&B
SOR 2021-22 23062)

55.00

Rmt

107.29

108.36

5959.80

33

Providing laying and jointing in true line and level 32mm
dia. U.P.V.C. Pipe (SCH- 40) for cold water including
fittings make PRINCE / SUPREME / ASTRAL / FINOLEX as
approved by Engineer in Charge. Pipe shall be fixed on the
wall with the help of clamp at every two-meter C/C or shall
be concealed as directed including necessary fittings etc.
including testing of pipe and joints and fixing the same
with adhesive solvent, including cost of all materials. (R&B
SOR 2021-22 23063)

48.00

Rmt

139.20

140.59

6748.32

34

Providing, laying & Jointing in true line and level 110 mm
Dia U.P.V.C. (soil, Waste & Rain Water drainage pipes) of
approved make including alba bend, solutions, tee and Y
junction and other things required etc. (R&B SOR 2021-22
23067)

211.00

Rmt

551.25

556.76

117476.36

35

Providing and fixing 600 mm. X 450 mm. Beveled edge
mirror of superior glass mounted on 6 mm. Thick A.C,
sheet or plywood sheet and fixed to wooden plugs with
C.P. brass screws and washers (R&B SOR 2021-22 23024)

5.00

each

611.10

617.21

3086.05




36

Providing and fixing white vitreous Wall mounted European
type water closet pan (CERA Brand) with white colour seat
and lid complete with P/S trap open flushing system using
Flush Valve connected with plastic storage tank, jet spray,
2WAY TAP and other required fittings, including all required
materials labours etc. complete as per direction of
engineer, etc. Model No. Zoyo Cera wall mounted Water
Closet (50 x 35x 35 cm) (White) (MARKET RATE)

7.00

Each

9108.89

9199.97

64399.79

37

Providing and fixing PVC SWR Nahni Trap is 14735 for
drain 100 mm dia. with Jali of the following nominal dia of
self-cleaning design with C.I. screwed down or hinged
grating including the cost of cutting and making good the
walls. (R&B SOR 2021-22 23068)

12.00

each

376.95

380.71

4568.52

38

Providing and fixing chromium plated brass Press back
flush cock of approved make of Jaguar make model No.
PRS-CHR-077 including fixing in pipe line etc. complete. (ii)
25 mm dia (MARKET RATE)

7.00

each

2512.00

2537.12

17759.84

39

Providing and fixing brass screw down Angular cock of
Jaguar make (MARKET RATE)

15.00

each

3030.00

3060.30

45904.50

40

Providing and fixing Heath spray of approved make of
Jaguar make model No. ALD-CHR-573 including 1 m long
flexible pipe & wall bracket etc. complete. (ii) 25 mm dia
(MARKET RATE)

7.00

Each

2069.00

2089.69

14627.83

41

Providing and fixing urinal approved quality connecting the
urinal with waste pipe, trap etc. complete (A) White
earthen ware flat back or corner type size 430mm x
260mm x 350 mm (B) Ladies Urinal (R&B SOR 2021-22
23033)

8.00

each

690.90

697.80

5582.40




42

Providing and laying polished Kota stone slab flooring over
20mm (Average) thick base of cement mortar 1:6 (1-
cement : 6-coarse sand) or L.M. 1.1.5 (1-Lime putty :1.5 -
coarse sand) laid over and jointed with grey cement slurry
mixed with pigment to match the shade of slab including
rubbing and polishing etc. complete. (A) 25mm thick (up to
10 ton) (R&B SOR 2020-2114012AA)

45.00

Sgm

638.40

644.78

29015.10

43

Providing and laying Polished leather finished Granite slab
(18mm thick) slab flooring over 20mm (Average) thick
base of cement mortar 1:6 (1-cement : 6-Coarse sand) or
L.M. 1:1.5 laid over and jointed with grey cement slurry
including rubbing and polishing complete (A) Granite slab
18mm thick

7.37

Sgm

4563.00

4608.63

33965.60

44

Providing and laying LEATHER Polished Granite slab (18mm
thick) is riser of steps Dedo and pillars laid 10mm thick
cement mortar 1:3 (1-cement : 3-coarse sand) and jointed
with grey cement slurry including rubbing and polishing
etc. complete (MARKET RATE)

3.72

Sgm

5043.00

5093.43

18947.55

45

Providing and Fixing 3mm thick MS Pipe 100mm X 50mm
Square Hollow with M.S. Flats at required spacings and
frame around, Square or round with all necessary fixture
etc. with all material, labour, transportation charge
Including fixing of 18mm thick plywood with all necessary
joints and fixtures etc. as per Direction of Engineer in
Charge. (I) Ceiling Fabrication work (MARKET RATE)

10.59

Sgm

4466.00

4510.66

47767.88

46

Providing laying and jointing in true line and level 15mm
dia. U.P.V.C. Pipe (SCH- 40) for cold water including
fittings make PRINCE / SUPREME / ASTRAL / FINOLEX as
approved by Engineer in Charge. Pipe shall be fixed on the
wall with the help of clamp at every two-meter C/C or shall
be concealed as directed including necessary fittings etc.
including testing of pipe and joints and fixing the same
with adhesive solvent, including cost of all materials. (R&B
SOR 2021-22 23061)

23.00

RMT

84.87

85.71

1971.33




47

Removing and scraping of old deteriorated plaster of any
thickness from wall / R.C.C member including stacking of
serviceable material and disposal of unserviceable from site
of work with all lead and lift (R&B SOR 2021-22 20045)

128.04

m2

12.92

13.04

1669.64

48

Demolition including stacking of serviceable materials and
disposal of unserviceable materials with all lead and lift. (i)
R.C.C. work (R&B SOR 2021-22 20002)

50.00

m3

698.25

705.23

35261.50

49

Making an Electrical Wiring Pipe jari for Brick Masonry and
Concrete work for any size of pipe. and disposal of
unserviceable materials with all lead and lift. (MARKET
RATE)

250.00

Rmt

46.91

47.37

11842.50

50

Make a Core cutting Hole for A.C. Pipe or Fire Pipeline on
Brick Masonry wall with Size of hole from 2" to 4".
(MARKET RATE)

20.00

No.

414.98

419.13

8382.60

51

Make a Core cutting Hole for A.C. Pipe or Fire Pipeline on
Concrete Work Slab or Beam with Size of hole from 2" to
4", (MARKET RATE)

40.00

No.

414.98

419.13

16765.20

52

providing and fixing Water proofing work of the sufase of
slab area at washroom water proofing chemical treatment
(DR. FIXIT CHEMICAL CEMENTETIOUS BASED MATERIAL)
Floor Surface. (Market rate)

50.00

Sgm

645.00

651.45

32572.50

TOTAL

1903587.73

SAY

1903588.00

IN WORDS :

I/We

above/below

amount of my/ours tender work out as under.

ESTIMATED AMOUNT PUT TO TENDER

Rs.

Add
Rs.

% above

Total

Amount Rs.

Rupees only

ESTIMATED AMOUNT PUT TO TENDER

am/are willing to carry out the above work at
percent (should be written in figures and words) of the estimated rate mention

Rs.

Add % above
Rs.

Total Amount Rs.

Rupees only




