RAJKOT NAGRIK SAHAKARI BANK LTD.

RENOVATION WORK OF BANK BUILDING AT RNSB BEDIPARA

BRANCH AT RAJKOT

Approved Name of Manufacturers : Allowing using steel /cementing being supplied
by contractors in civil work

General Specification for interior Work

Sr. no | Material Make

1 ISI 710 Water Proof Plywood DURO MAC.

2 Wood Teak Wood , African Teak,
Ghana Teak

3 Hardwares Dorma. Ozone, Godrej

4 Anchore/ Fastner, Patch Fittings Dorma. Ozone, Godrej

5 Screws Gold Star, Creb Grip,
Nettle fold, GKW

6 Adhesive Bal Indura, Ultartech

7 Internal Colour Asian(Basara pearl-0974)

8 External Colour Asian Apex

9 Melamine Polish Pidilite. Asian, Sheenlac,
Burger.

10 Mirror, Glass Saint Gobain, Modi Guard

11 Lock Europa, Godrej

12 Wooden Adhesives Fevicoal Marine, Araldite.

13 Corian Material Sheet DuPont

14 Sanitary CERA, Hindware

15 Floor Tiles ( 600mm x 600mm) Premium Quality Varmora

16 Toilet Tiles (600mm x 300mm) Premium Quality Varmora




17 Colour ( Internal- External) Asian Paint

18 Plumbing Hindware,CERA
19 Cement Ultratech, Ambuja
20 Pipe Fitting Astral, Finolex

21 Steel Tata Tiscon




