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Typical Section For Locker Room RCC Wall

1) ALL VERTICAL BARS SHALL BE GROUT WITH
EXISTING BEAM FOR FULL STRENGTH GROUT

2) ALL HORIZONTAL BARS SHALL BE GROUT WITH
EXISTING RCC WALL FOR FULL STRENGTH GROUT

NOTES DRG. TITLE :—

® % DENOTE STEELS fe = 500 TMT Details Of R.C.C. Wall For Locker Room
e CLEAR COVER TO STEEL AS UNDER

a) SLAB 20MM  d) FOOTING 50MM
b) BEAM 35 MM &) CHHAJJA 15MM

c) COLUMN 40MM f) R.C.C. WALL 20MM PROJECT :— |FOR:— LOCATION: —
LOCKER ROOM RNSB BEDIPARA RAJKOT
SCHEDULE OF LAP LENGTH EXTENSION
(If Otherwise Specified) DATE :— 07/08/2021 | VARUN SUCHAK
: B.TECH.(Civil), M.E(Struct
BEAMS, SLABS, TIES, et MMI)2(5 TS(C)); ORG: N0 Stc;léCtu(rsqLJl(RCgriS)FeuSg}\t (TO\;JUECRure)
, , ,ete. - 606, )
CONCRETE MIX = M-25 COLUMNS, WALLS etec Y 507 444-01 NEAR MOTI TANKI CHOWK,
STEEL GRADE = FE 500 : — 5’3@355—6 g$29201’




