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SPECIFICATIONS FOR FURNISHING WORK OF RAJKOT NAGARIK SAHAKARI
BANK LTD., KALAWAD ROAD BRANCH - RAJKOT

Item
No.

Description

** INSTRUCTIONS

1 All items to be manufactured and installed on site / off site as per given
detailed drawing in Tender.

Edge bending any other Item which is in case of factory finished items to be
sanctioned by the ID / Bank

2 No modifications to be done in any item / specification without ID / Bank
permission.

3 All items in the tender are inclusive of material, Laboure and installation
unlessspecified.

4 All partitions are laminated both sides and 3" / as per detailed drawings thick
with 12mm ply on both sides

5 All laminate figure to be vertical in storage and partition.

All laminate Figure on tabletop to be aligned with longer side (horizontal).

6 All partitions to be erected up to slab or beam bottom as per case before
casting false ceiling. Laminate to be applied after completion of false ceiling.

The measurement for the same is taken as per visible only

7 Actual False ceiling height will be determined as per detailing or directed by
ID / Bank.

8 We may demand rate analysis of some of the items in tender in case of
ambiguity found among tenderers' rate to great extent.

9 Since same items are ITEM NUMBER RATE based tender even for partitions,
sizes of actual installation may vary for up to 6" in any direction i.e., width or
height. Payment will be made as per the actual measurements and rate
submitted in the tender. Any deviation more than this prescribed limit,
agency must contact Id/ Bank before executing that particular item.

* GENERAL INSTRUCTION

1 All EXTERIOR surfaces to be laminated with 1mm DELTA SF 795 LAMINATE)
if not specified. NO COLOR AND POLISHING IN ANY FURNITURE ITEMS. (Or
as finalized by ID / Bank)
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2 All INTERIOR surfaces to be laminated with 1 mm DELTA SF 795 LAMINATE if
not specified. NO COLOR AND POLISHING IN ANY FURNITURE ITEMS. (Or as
finalized by ID / Bank)

3 All exposed edges of plywood to be lipped with prescribed laminate / Corian
work/ Polishing work as per detailed Drawing.

* PLYWOOD

4 ONLY standard ISI 710 WATERPROOF PLY OF DURO plywood to be used.

5 Flush door of CENTURY MAKE DOUBLE CORE IS 2202 PART ONE. This door is
required to be ordered as per the size required. So, the required order is to
be placed at least 15 days in advance.

* LAMIANATE

6 1mm DELTA SF 795 LAMINATE as main exterior surface laminate.

7 1mm DELTA SF 795 LAMINATE for interior surfaces.

* HARDWARE

8 EBCO/ GODREJ Multi drawer SIDE locks or FRONT locks used in all drawer
boxcabinets.

9 EBCO/ GODREJ scotch series square lock 32mm / 22mm on all cupboards.
Combination of single keys as required by Bank's Manager. (Code: SQL1-
32)

10 Kich-CHR- Cupboard handle

11 Kich-CHR-Cabinet Handle

12 S.S screw as per required size.

13 Kich-CP201/301 Clipon Hinges (See-PDF DRAWING.)

14 Door closure NSK-680 by OZONE on all toilet doors. And floor spring OZONE
OFH-660 E, 85 kg. for glass door etc.

* ADHESIVES

15 Pidilite Fevicol Marine

* SOLID SURFACES FOR CORIAN FINISHED

16 Brand: Dupont

Product: 6mm Montelli

Design: GLITTERING White

* CEILING
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17 Grid by Techno, Certain Teed Sand Micro 600 x 600mm Ceiling tiles By Saint
Gobain.

18 ULTRA SERIES Gypsum Plain Ceiling and ACCESSORIES by Saint Gobain

* GLASS

19 SAINT GOBAIN, MODI, ASAHI

20 All frosted glass should be installed with frosted film as per approval from ID
/ Bank.

21 Dimond molding on cutout in the glass.
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* GLASS HARDWARE

22 GLASS HARDWARE BY OZONE as per design and drawing.

23 COLOUR

Brand: ASAIN PAINTS

Paint Quality: Aqua fresh Interior Premium PU

Shade: Basera pearl 0974 / Morning Glory (White based) for interior wall
warm stone ono2 for interior walls. (Or as finalized by ID / Bank)

Exterior: Apex ultima, Weather shield Max

Primer: Aqua fresh water-based wall primer.

Application: As per manufacturer procedure.

24 Ventilation: Jindal Section No: 4605, @ Wt 1.094 Kg / Rmt with colour
Powder Coated (colour as approved by ID / Bank) Aluminium frame with 5
mm thick transparent bronze colour tinted float glass

Note: After the work is completed, all the furniture and floor will have to be cleaned
by the contractor.

If any of the bank's properties are damaged during the work, it will have to
be repaired by the contractor for which no additional charge will be paid.

Site of work will provide step by step as when and when it’s completed by
civil contractor.

Execution of work must be in banking hours. Labour will be not allowed to
stay in bank premises during the work.

The bank reserves the right to modify design if required. Contractor must get
approval of all material and samples from the bank before using it on site.

Contractor must take prior approval of any extra item that is not mentioned
in the tender from the bank. Rates of such item will be finalized and
approved by the DCM (Estate).

NOTE : [1] ALL CHARIS OR CHASES IN WALLS / COLUMNS / SLABS MADE BY
THE ELECTRICAL CONTRACTOR FOR INSTALLATION OF CONDUITS / S.B. /
BOXES ETC. THE FILLING OF THE SAME IS IN THE SCOPE OF THE
ELECTRICAL CONTRACTOR
[ONLY LABOUR CHARGE - MATERIAL WILL BE PROVIDE BY BANK]
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